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     CHUNG PAK

Alkaline Manganese Dry Battery AM3/LR6

We reserve all rights for the change of product specification and any information without any prior notice. 

1. Scope 
 This specification is applicable to the �Vinergy®

�  brand Alkaline 

Manganese 

  Mercury Free Dry Batteries supplied by CHUNG PAK BATTERY WORKS, LTD. 

2. Technical Specification

2.1 Name (Designation) : AM3 (Mercury free) 

   (IEC Designation) : LR6  

2.2 Dimensions: 

  Diameter : 14.5mm 

  Height : 50.5mm 

2.3 Weight (approx) : 23g 

2.4 Nominal voltage : 1.5V 

2.5 Typical  capacity : 2450mAh at 75�  24hrs/day (E.V.0.9V) 

2.6 Typical  duration : 380min at 3.9�  1hrs/day (E.V.0.8V) 

76 hrs at  43�  4hrs/day (E.V.0.9V) 

2.7 Outside shape dimensions and terminals: 

      Dimensions  of  Alkal ine Manganese Dry Bat tery   LR6

                                          Uni t : m m

 M a x  M i n  

A 5 0 .5 4 9 .2
B 4 9 .2
C 7 . 0
E 0 . 5
F 5 . 5
G 1 . 0

          

Ø
�
4 . 5 1 3 .5

    
R e ma r k s  

A:  O v e r a l l  h e i g h t  o f  b a t t e r y  

B :  H e i g h t  b e t we e n  c o n t a c t  t e r mi n a l s  

wi t h o u t  p i p  

C :  O u t e r  d i a me t e r  o f  n e g a t i v e  t e r mi n a l  

C o n t a c t  a r e a  

E :  D e p r e s s i o n  o f  n e g a t i v e  terminal  f r o m 

o u t e r  c a s i n g  

F :  D i a me t e r  o f  p o s i t i v e  t e r mi n a l  wi t h i n  

Th e  s p e c i f i e d  p r o j e c t i o n  h e i g h t  

G:  H e i g h t  o f  p r o j e c t e d  a re a  o f  p o s i t i v e  

t e r mi n a l ,  e x c l u s i v e  p a r t  

Ø :  D i a m e t e r  o f  b a t t e r y  
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